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Localized power is defined by applying direct power to the prime mover at the point where the work is to be performed.


Regulating the power on demand â€” locally at the actuator â€” optimizes energy consumption, increases machine performance and reduces downtime. This is truly plug and play control. Line of use replacement, standard with localized power actuators, reduces downtime traditionally viewed in days to mere hours.
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HAS 500 - Hybrid Actuation System
The new Hybrid design combines the controllability of traditional electromechanical actuators with the power density, longer life and failsafe conditions commonly found on traditional hydraulic systems. The result is an improved actuation solution for 1-2 axis of motion control. Bore sizes ranging from 2" through 8" bore with no limit on stroke, mount or rod modifications.


	All in One, Plug-n-play actuator
	Easy to apply
	Easy to install
	Easy to control
	Space Savings
	Energy Savings
	Reduced Leak Points
	Reduced Oil Reservoir Volumes





[image: ]


Sales Tools
Catalogs and Brochures
Install / Technical Manuals and Software
Did You Know Videos
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Series ETH - High Force Electro Thrust Cylinder
Provides the machinery builder with a suitable replacement for their pneumatic and hydraulic actuators with a plug and play Electromechanical solution. The ETH Electro Thrust cylinder provides increased reliability and control, with energy efficiency all in an economical solution.


	Frame sizes ETH032 / ETH050 / ETH080 / ETH100
	Screw pitch 5, 10, 16, 20, 32 mm
	Precision Class 7 Ballscrew
	Stroke up to 2000 mm
	Traction/thrust force up to 56,000 N
	Speed up to 1.7 m/s
	Acceleration up to 15 m/sÂ²
	Equivalent dynamic axial force at a lifetime of 2500 km up to 24 390 N
	Efficiency up to 90%
	Position Repeatability up to Â±0.03 mm
	2011/65/EC: Conform to ROHS
	94/9/EC: ATEX Equipment group II Category 2





[image: ]


Sales Tools / Catalogs
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Series XFC - Extreme Force Electromechanical Cylinder
Provide machinery builders with a High Force Electromechanical cylinder solution yielding high durability, long life, minimal maintenance, and low operating cost by utilizing heavy duty steel construction and high load capacity roller screws combined with Parkerâ€™s premier customer service.


	All Steel Construction
	Elastomeric Seals Throughout
	Standard Metric Hydraulic Type Tie Rod Construction
	Opposed Preloaded Angular Contact Bearings
	Roller Screw Drive System
	Inline and Parallel Gear Drive Configurations
	Speeds up to 40 Inches per Second
	Thrust Ratings to 80,000 lbs. (356 kN)
	Anti-Rotate and Rotatable Rod Configurations
	G5 Standard Lead Precision, G3 or G1 available upon request
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Sales Tools / Catalogs
Install / Technical Bulletins
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Complementary Parker Products
Be sure your XFC or ETH configuration uses the best in servo drives and motors:
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AC890 series EM
Servo Drive
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Series MPP
Servo Motor
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Series BE
Servo Motor
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Series PS
Gear Head










Complete the form below for more information on localized power products.


First Name*








Last Name*








Primary Email*








Company*








Comments








Send me updates about Parker's product and services.


















Contact Us
Parker Hannifin Corporation
Cylinder and Accumulator Division
Ph: 847-298-2400
www.parker.com/cylinder-accumulator
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